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VIBRACOUSTIC SUPPLIER REQUIREMENTS 

INTRODUCTION 

This procedure is an external document provided to our suppliers. 

The aim of defined requirements is to ensure that new and change projects are carried out on schedule 

and without any quality problems. Excelling in the automotive market while attaining growth requires 

investment and continual improvements of quality and delivery along with rapid and flexible reactions to 

change. Core principle of Vibracoustic is a Zero- De f e c t  strategy that protects customer satisfaction. 

This strategy is only attainable with the active co-operation of our suppliers.  

This procedure must be implemented and followed consequently for each project. 

This Global Procedure is part of the framework contract with the supplier. Deviations from the defined 

procedure must be agreed to in writing between VC and the supplier. The existing procedure 

specification identifies the minimum requirements for the secure handling of new projects and series 

production orders. In addition, the supplier must commit to employ suitable procedures and measures 

which ensure that the work/product satisfies the requirements regarding quality, cost, and timely targets. 

8 11.07.25 
SCM

1 - 20 
Complete re-structuring of the procedure, incl. change of 
title, addition 4.1.6 Sustainability 

7 06.05.22 SCM  
12, 18, 21, 22, 
23 

4.2.1 PSB 4.8- Responsible Sourcing, 4.18 Series 
Production, 4.19 Quality Performance, 4.20 Quality 
Escalation Process,  

6 17.07.21 SCM  5,8-12,14,18 

3.1 Special Characteristics definition, 4.1 SQMS chart 
revised 4.2 Certification management, 4.3 TES is 
included, 4.13 SW Quality req. 4.15 Capability req., 4.17 
supplier change request, 5. RACI matrix updated 

5 19.12.19 SCM  1-30 Chapters 4.2, 4.13, 4.15, 4.16.1, 4.16.2, 4.16.11, 
4.16.14,  

4 29.11.17 SCM  1-29 QM system requirements, CSR, general revision, Safety 
Critical Characteristic, SQMS chart, PPAP list, Tooling 
info, Traceability and RACI 

3 06.09.16 SCM 23, 26 Quality escalation level, supporting documents, RACI 

2 5 Emphasis Characteristics added 

1 11.12.13 QM  23 Rules for finishing 8-D-Report 

Rev. Date 
Department / 
Producer 

Page(s) / 
Chapter(s) 

Modification notes 

Changes related to the latest revision will be identified in blue. 

This document is valid without signatures. 

Department Date 

Producer SCM 11.07.2025 

Approver Process Owner SCM 11.07.2025 

Approver Management System QM 13.01.2026 

Approver Management Board 
(Global Procedures and Policies only) 

Management Board 30.03.2026 



GP-01-7.4-0007 | REV. 8 
VIBRACOUSTIC SUPPLIER REQUIREMENTS 
 

 

 

page 2 / 19  Uncontrolled Copy if Printed 

TABLE OF CONTENTS 

INTRODUCTION 1 

1. PURPOSE 3 

2. SCOPE 3 

3. TERMS / DEFINITIONS / ABBREVIATIONS 3 

4. PROCESS / METHOD / PROCEDURE 3 

4.1 SUPPLIER ONBOARDING 3 

4.1.1 QUALITY REQUIREMENTS 4 

4.1.2 SAFETY REQUIREMENTS 4 

4.1.3 SPECIAL PROCESSES 4 

4.1.4 LOGISTIC REQUIREMENTS 4 

4.1.5 ENVIRONMENT 4 

4.1.6 SUSTAINABILITY & RESPONSIBLE SOURCING 5 

4.2 SUPPLIER INDUSTRIALIZATION 6 

4.2.1 RFQ 6 

4.2.2 TECHNICAL ENGINEERING STANDARDS (TES) 6 

4.2.3 CUSTOMER SPECIFIC REQUIREMENTS (CSR) 6 

4.2.4 SUPPLIER FEASIBILITY COMMITMENT (SFC) 6 

4.2.5 SUPPLIER PREPARATION MEETING (SPM) 7 

4.2.6 ADVANCED PRODUCT QUALITY PLANNING (APQP) 7 

4.2.7 PPAP PROCESS & DOCUMENTATION 7 

4.3 SERIAL PRODUCTION 11 

4.3.1 START OF PRODUCTION 11 

4.3.2 EARLY PRODUCTION CONTAINMENT (EPC) 11 

4.3.3 SYSTEMS, DOCUMENTATION, SELF ASSESSMENTS, CERTIFICATIONS, SURVEY ETC. 11 

4.3.4 SUPPLIER VISITS, AUDITS & REVIEWS 12 

4.3.5 STAFF 12 

4.3.6 EQUIPMENT 12 

4.3.7 SUB-CONTRACTOR MANAGEMENT 12 

4.3.8 CONTROL OF DOCUMENTS 12 

4.3.9 SUPPLIER CHANGES 13 

4.3.10 ZERO DEFECTS 13 

4.3.11 TRACEABILITY 13 

4.3.12 RECORDS 14 

4.3.13 REQUALIFICATION 14 

4.3.14 SUPPLIER SCORECARD 14 

4.3.15 NON CONFORMING PARTS & COMPLAINT MANAGEMENT 15 

4.3.16 INVESTIGATION OF FIELD PARTS 15 

4.3.17 PERMISSION FOR DEVIATION 16 

4.4 SUPPLIER IMPROVEMENT & DEVELOPMENT 16 

4.4.1 SUPPLIER QUALITY ESCALATION & IMPROVEMENTS 16 

4.4.2 SUPPLIER DEVELOPMENT 17 

5. RESPONSIBILITIES 17 

6. APPENDIX / ENCLOSURES 18 

7. FURTHER REFERENCE DOCUMENTS 19 

7.1 Supporting documents 19 

7.2 Supporting documents for compound suppliers only 19 

7.3 Additional Information 19 

8. DOCUMENTATION 19 



GP-01-7.4-0007 | REV. 8 
VIBRACOUSTIC SUPPLIER REQUIREMENTS 
 

 

 

page 3 / 19  Uncontrolled Copy if Printed 

 

1. PURPOSE 

In this procedure the procurement and quality assurance of purchased parts of production material 

for all VC companies is specified. Thereby we want to ensure that 

 Suppliers meet Vibracoustic and OEM requirements  

 New products are launched on schedule and without any quality problems 
 Quality problems are identified, and robust solutions implemented prior to series production 

 Quality capability of processes are evident at series approval and during series production 

 

2. SCOPE 

 

This GP is valid for all procurement processes of production material for all VC companies with 

partnership production of purchasing contracts and purchasing conditions. Exceptions to this procedure 

must be agreed in writing. Standard products (e.g., catalogue goods, standard parts, standard colours, 

lubricating materials, chemicals, etc.) and intercompany business are excluded.   

Not valid for Vibracoustic Aftermarket. 

 

3. TERMS / DEFINITIONS / ABBREVIATIONS 

 

Refer to Li 01_7.4_0200 for a comprehensive view of all Terms / Definitions and Abbreviations. 

 

4. PROCESS / METHOD / PROCEDURE 

Describe the process and method to be used to perform the activity. 

 

4.1 SUPPLIER ONBOARDING 

The onboarding of new suppliers follows the process described in FO_01_7.4_0460. 
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4.1.1 QUALITY REQUIREMENTS 

VC requires suppliers of productive parts and services to implement their QMS certified IATF 16949. Those 

suppliers not yet certified to IATF 16949 must be ISO 9001 certified and compliant to MAQMSR and 

evidence (refer to LI_01_7.4_0170) to be uploaded to LiveSource at minimum every 3 years. 

Suppliers must incorporate any relevant VC / Customer Specific Requirements (may be provided by VC 

upon request) into its QMS system that refers to the specific product or service.  

The supplier must inform VC immediately if the certificate has been revoked, placed on suspension, or 
expired without successful recertification. The supplier will be placed on New Business Hold (NBH). 

 

All new or updated certificates must be uploaded in “LiveSource” as soon certificate / letter has been 

received. 

4.1.2 SAFETY REQUIREMENTS 

Vibracoustic qualifies suppliers for safety parts utilizing FO_01_7.4_0188 Supplier Assessment Core.  

The supplier must assure customer specific requirements related to Safety Critical features are followed 

refer to LI_01_7.3_0049.  

The fulfilment of the safety critical parts features must be documented as agreed by Vibracoustic and the 

supplier. In case there is no agreement, the supplier must be able to send the documentation upon 

request on the same day. 

Safety critical characteristics must be 100% compliant to the print specification, sampling inspections are 

not sufficient for compliance.  

Any purchased parts with safety critical characteristic must have full traceability throughout the full 

process. 

Process control implemented e.g. Poka-Yoke, test frequency and quantity must be defined and agreed 

during the SPM using FO_01_7.3_0216. A member of the engineering as well as quality department of 

the supplier must participate in this agreement. The control plan must be updated accordingly.  

 

4.1.3 SPECIAL PROCESSES 

CQI guidelines are published by AIAG and available on www.aiag.org.  

For suppliers dealing with special processes according to AIAG, relevant CQI guidelines must be 

implemented.  

The CQI self-assessments must be performed annually and upload the latest cover sheet in “LiveSource”. 

 

4.1.4 LOGISTIC REQUIREMENTS 

The supplier must adhere to the Logistic requirements in GP_01_7.4_0009.  

The procedure is available under www.vibracoustic.com/downloads 

 

4.1.5 ENVIRONMENT 

The supplier must ensure that all materials used in production meet the valid, legal requirements for 

restricted, poisonous, and hazardous materials. In addition, regulations for environmental protection must 

http://www.aiag.org/
http://www.vibracoustic.com/downloads
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consider the country of manufacture and the customer. Customer Specific Standards and Requirements 

must be considered for the specific process and product. 

Where applicable and without being solicited, the supplier must provide complete and up-to-date safety 

data sheets and process instructions before supplying product. 

4.1.6 SUSTAINABILITY & RESPONSIBLE SOURCING 

Sustainability is a core element of our company strategy and shapes our actions and initiatives across the 

different areas of our business. We attach great importance to operating in a responsible way – not only 

in our own operations but also in our business relationship with our supply chain partners. This is reflected 

in the following documents: 

The supplier agrees to comply with Vibracoustic’ s most current Supplier Code of Conduct  

The supplier must be compliant with Vibracoustic Policy “01_12.8_0083 Responsible sourcing of 

Minerals Substances and Raw Materials”  

The supplier must ensure using only allowed materials & substances OPI_01_12.8 Guideline for 

restricted and prohibited substances 

If supplied parts or components must be registered in the IMDS, the supplier agrees to comply with 

Vibracoustic’ s IMDS Guideline for Suppliers 

All documents are available under www.vibracoustic.com/downloads 

Furthermore, the supplier agrees to support Vibracoustic in the fulfilment of national and international 

regulations and laws. This includes the provision of data for the delivered products and their production 

process, transportation and raw material. 

This includes but is not limited to: 

• Product Carbon Footprint (PCF) / Life Cycle Assessment in accordance with the Catena-X Product 

Carbon Footprint Rulebook 

• Data on emissions and energy mix, if necessary for Vibracoustic’ s sustainability reporting 

• Product emissions according to CBAM calculation if the supplied product falls under the CBAM 

regulation. It affects certain products that are imported into the EU. 

• Information on the share of recycled content (pre-/post-consumer) and biobased material in the 
supplied product 

• Issue due diligence statements for the supply chain or support Vibracoustic in preparing them if 

required by laws or regulations  

• Evaluation of alternative materials if supplied products contain substances that are deemed 
harmful or are suspected of being harmful to health or environment 

• Indication of relevant sustainability indicators (e.g. PCF, recycled content) in the IMDS system 

 

This also includes responding to questionnaires on related topics in our supplier portal “LiveSource”. Some 

of them must be updated regularly e.g. corporate carbon footprint in the Environmental Questionnaire. 

 

 

 

 

http://www.vibracoustic.com/downloads
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4.2 SUPPLIER INDUSTRIALIZATION 

 

4.2.1 RFQ 

The suppliers are expected to use the LiveSource system for RFQs and responded by the due date 

required. The quote must reflect all intended materials, tools, processes, personnel etc. and comply with 

the standards and final OEM customer and VC requirements for serial production. The LiveSource system 

is tracking the performance of the supplier. 

RFQs sent outside the LiveSource system must follow the same requirements. 

The supplier is requested to follow the Logistic requirements in GP_01_7.4_0009. 

 

4.2.2 TECHNICAL ENGINEERING STANDARDS (TES) 

The suppliers are expected to comply with TES standards defined on the print. The TES can be found in 

LiveSource under Customers → Vibracoustic → Document Library → Document List 

 

4.2.3 CUSTOMER SPECIFIC REQUIREMENTS (CSR) 

The suppliers must comply with CSRs defined on the print and/or in the SPM meeting. 

If requested by CSR (German OEMs), the supplier Product Safety & Conformity Representative (PSCR) 

certificate must be uploaded in “LiveSource”. The representative must be employed at the supplier. A 

PSCR is required per plant in case the supplier has multiple production sites delivering to Vibracoustic. 

For CSR´s refer to: 

www.iatfglobaloversight.org              

www.vda-qmc.de 

The supplier is responsible to maintain and revise their system to the latest customer standards.  

 

4.2.4 SUPPLIER FEASIBILITY COMMITMENT (SFC) 

A Supplier Feasibility Commitment FO_01_7.4_0213 must be completed and submitted for every offer 

to VC.  Any deviations to drawing, standards and specifications must be clearly identified. 

 

 

 

http://www.iatfglobaloversight.org/
http://www.vda-qmc.de/
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4.2.5 SUPPLIER PREPARATION MEETING (SPM) 

Prior to the SPM with VC utilising FO_01_7.0_0140 SPM checklist, the supplier must prepare following  

1. Timing plan to include at minimum 

• Milestones 

• Individual measures & activities 

• Responsibilities 

• Start and End date of individual activities 

• List of any equipment not yet available at the supplier but planned to be delivered and 

implemented prior to PPAP / Run@Rate 

2. Supplier Feasibility Commitment -fully completed and signed by the supplier 

3. A preliminary process flow chart including any outsourced processes. 

4. If available, a PFMEA and control plan. Mandatory for Safety critical part 

5. Packaging proposal & Logistic concept 

 

4.2.6 ADVANCED PRODUCT QUALITY PLANNING (APQP) 

The supplier must utilize measures and procedures which ensure the details of the contract, without any 

deviations in respect to quality, target dates, or capacities, are met. 

It is recommended to use the AIAG/VDA procedure.  

 

4.2.7 PPAP PROCESS & DOCUMENTATION 

 

GENERAL 

Content, form and requirement of Document must be adopted according to the regulations of latest IATF 

16949, AIAG or VDA 4 part 2 or OEM specific requirements. 

The documents must cover the whole manufacturing process incl. any outsourced processes. The process 

number sequence must be the same throughout all documents (Process flow chart, Control plan, FMEA 

and Instructions). 

 

PPAP PROCESS 

Through the Production Part Approval Process (PPAP) the supplier will demonstrate that the product 

can be reliably manufactured within the defined properties or not. The approval process can be carried 

out in different ways depending on product and project risk. Depending on the Risk Assessment results, 

Vibracoustic determines the supplier deliverables for the supplier PPAP approval. 

The Supplier is notified if a 1-Step or 2-Step PPAP is required including necessary documents during SPM 

review or with the PPAP purchasing order. The scope of the PPAP elements shall be defined and agreed 

by latest during the SPM and updated in LiveSource. 

 

The supplier PPAP performance is tracked in LiveSource. In case of delays, missing or incorrect 

information, failing to respond it can lead to supplier escalation. 
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1 Step PPAP requires the PPAP elements as agreed during SPM. The supplier produces the defined 

PPAP documents incl. a self-assessment done by the supplier using FO_01_7.0_0103 Run@Rate.  

 

2 Step PPAP requires the PPAP elements as agreed during SPM. It requires an onsite Run@Rate audit 

performed by VC staff or an external agent using FO-01-7.0-0103 Run@Rate. 

 

For critical or safety critical purchased parts (cc = critical characteristics) the 2 step PPAP 

is mandatory. 

 

 PPAP DOCUMENTATION 

 

 PROCESS FLOW CHART 

- 

 PROCESS FMEA 

The Failure Mode and Effects Analysis must be created early in the APQP process as to evaluate and 

minimize potential risks. 

 

 CONTROL PLAN 

All controls for product and process characteristics, test equipment, testing intervals, test volume, form 

of the records and reaction plan must be defined for pre-series and series production.  

The Control plan must reflect the entire process chain of contracted part-number, including outsourced 

processes. The Control plan of the subcontractors must be provided to VC upon request. 

 

Control plan pre-series: 

Suppliers should utilize an Early Production Containment Plan (EPC) OPI 01_7.4_0015. Refer to Section 

4.3.2. 

 

Control plan - series: 

The series control plan contains all tests and process controls from receiving inspection of parts from sub-

contractors to supply VC as well as the scale of requalification tests. 

Revision of the control plan: 

The production control plan, which is approved by VC within the EMPB/PPAP procedure, is binding for the 

entire lifetime of the product. Changes, which are relevant for method and scale of inspections, must be 

approved by VC prior to implementation. In case of a loss of quality or product risks and process risks not 

defined by the approval time, VC reserves the right to amend the QM schedule corresponding to needs. 
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 PROCESS CAPABILITY 

‘Zero defects strategy is only possible with controlled quality – efficient processes’ 

 

Details regarding special characteristics and definitions refer to LI_01_7.3_0049. 

Requirement for Ppk, Cpk value may be higher as per specific Customer Requirement. 

  

 

 

Machine performance 

The study of machine performance determines the suitability of the manufacturing equipment for 

production task. 

Sample size: At least 50 parts from continuous production run in an uninterrupted sequence must be 

measured.  

Machine performance (Pm, Pmk): A machine performance of Pm, Pmk ≥ 1,67 for significant 

characteristics is required (or higher as per specific Customer Requirement). 

Note: [ISO 22514-3] uses the indices Pm & Pmk in place of Cm & Cmk, denoting Machine Performance. 

Preliminary Process Performance  

Preliminary process performance is determined on one lot (pre-series/production trials), providing only 

an initial assessment where systematic influences between the individual lots (human, material, etc.) are 

not taken into consideration. 

Sample size: At least 125 parts must be sampled over the entire pre-series production lot and tested. 

If the tools have more than one cavity, an equal distribution of all cavities must be assured. 

125 samples = 25 subgroups of 5 parts. We recommend the following rule for sampling as preliminary 

study. 

Collect 5 parts, skip 5 parts, collect 5 parts, skip 5 parts, etc.... In cases of multiple cavities, we accept 125 

samples for 1 feature if samples from all cavities are randomly selected. If capability is not OK, supplier 

demonstration of capability per cavity is acceptable.  All distributions must be normal (and process data 

is statistically in control and stable). 
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Samples Records: Individual values must be recorded (test records) and may be viewed by VC upon 

request.  

 

Preliminary process performance (Ppk): To fulfil the demand for a “Zero Defect Objective” a Ppk>1.67 

for significant characteristics is required (or higher as per specific Customer Requirement). 

Example for Ppk requirement: 

 

Pp and Ppk > 1.67 
 Process meets requirements in pre-series. Process probably meets 

requirements in series production. 
 

 

 
Ppk < 1.67 

 
Process does not meet requirements 

 
Measures: 

Characteristics must be 100% inspected 

Optimize process to Ppk > 1.67 

 

 

 

Capability Records: The preliminary process capability study is part of the production parts inspection 

procedure as per AIAG – PPAP and VDA 2 and must be submitted to VC as part of PPAP package. 

 

Long Term Process Capability 

The process capability must be constantly monitored and documented in running production. 

Sample size: At least 125 parts with 25 subgroups of 5 parts over a sufficiently long period of time (e.g.: 

20 production days / lots) 

Process capability (Cp, Cpk): An ongoing process capability of Cp, Cpk ≥ 1.33 for significant characteristics 

is required (or higher as per specific Customer Requirement). 

Some customers might request higher preliminary and long-term process capabilities. Information about 

deviating capability requirements to the above-mentioned standard requirements will be communicated 

during the project. 

 If process capability cannot be reached a reaction plan must be agreed upon with VC Supplier Quality. 

 

Tooling  

A tool data sheet with detailed tool lists and related information such as tool type, number of cavities, 

tooling concept, dimensions, tool life, capacity, machine data etc., along with photographs of the tool tag, 

the entire tool in open position – visible cavities/form must be provided by the suppliers to VC in the 

LiveSource PPAP module. Points to note here are: 

1. Vibracoustic (or Customer) paid for tooling must be identified as per Vibracoustic or customer specific 

instructions.  

• Detailed instructions for individual customers are available upon request (contact assigned PQE). 

• Check customer specific submission requirements before submitting photos. 

• Any photos that do not follow customer specific requirements or are not clear/legible will not be 

accepted. 

2. Details described in point 1 must be submitted for every single tool or fixture. 

 

Ppk = smaller of the values Ppku and Ppkl 
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SUPPLIER RUN@RATE 

Refer to Section 4.2.7 PPAP Process - 1 Step PPAP and 2 STEP PPAP for responsibility. A supplier 

Run@Rate should consist of at least 300 parts or one shift of uninterrupted production.  However, VC 

may change the length depending on several factors: product complexity, cost, production day length, 

previous history of similar product, processes, application, or supplier history.  The supplier Run@Rate 

run is to manufacture under series production conditions (staff, material, machine, tools including 

intended production plant for serial production).  

Before series production the capability of Significant Features shall be demonstrated during supplier 

Run@Rate.  

PPAP SUBMISSION 

Submission of documents, results and evidence shall be uploaded in LiveSource and the PPAP samples 

to be delivered to agreed VC location for the release of production parts. The series release (PPAP 

Approval) is given after receiving correct and complete PPAP documents incl. successfully Run@Rate 

and after approving the dimensional and functional characteristics.  

Notes: 

• All documents should be submitted in English language.  

• Part submission Warrant: In cases where the customer requires his own forms for supplier 

PPAP, the required forms must be used. 

• Dimensional Results: Measurement results must be assigned to the individual parts 

• PPAP documentation must be sent to VC through VC communication platform “LiveSource”. The 

delivery of PPAP samples must be clearly labelled as PPAP samples, separated from the series 

delivery.  

• Each pallet to be marked with “FO-01-7.4-0146-Shipment Marking Triangle”. 

• PPAP samples may not be packed together with series parts at any time. 

 

4.3 SERIAL PRODUCTION 

4.3.1 START OF PRODUCTION 

No series parts may be supplied to VC before approval. Permission regarding deviations (see section 

4.3.18 for Permission for Deviation) will be granted should series deliveries be needed for reasons of 

timing. 

 

4.3.2 EARLY PRODUCTION CONTAINMENT (EPC) 

Suppliers must install the Early Production Containment Plan for all pre-production deliveries and for the 

production ship quantity and duration specified by EPC guideline. Suppliers must follow VC EPC guideline 

OPI-01-7.4-0015. EPC results are to be recorded in FO-01-7.4-0149. 

 

4.3.3 SYSTEMS, DOCUMENTATION, SELF ASSESSMENTS, CERTIFICATIONS, SURVEY ETC. 

The supplier is responsible for uploading and maintaining the latest revision of any certificates, standards, 

CQIs etc. e.g. ISO 14001, CQI-9, ISO 50001, TISAX, HSE etc. in LiveSource. 

The supplier is responsible for maintaining the supplier contacts in LiveSource. 
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4.3.4 SUPPLIER VISITS, AUDITS & REVIEWS 

The supplier must audit its QM-System at regular intervals for effectiveness and compliance to the 

requirements described in this procedure.  

VC is entitled to carry out for any reason – if necessary, with or without the customers, supplier visits, 

audits and/or reviews at the supplier and at its sub-contractors – after appointments are made.  

The supplier must support VC in carrying out the audit into the required procedures, forms, data, and 

records for analysis of the Quality Management System.  

VC will maintain the supplier’s confidentiality. 

 

4.3.5 STAFF 

The supplier must demonstrate that all employees who work in the areas of planning, production and 

inspection are qualified and identified in skill matrix. 

 

4.3.6 EQUIPMENT 

The supplier must ensure that suitable test equipment for carrying out inspections defined in drawings 

and its referenced documents are available and that the equipment is maintained in proper condition. The 

suitability of inspection equipment, which is used for testing important characteristics, is to be verified 

and records retained (AIAG MSA Manual or VDA Manual 5). 

 

4.3.7 SUB-CONTRACTOR MANAGEMENT 

VC may provide a list of VC approved sub-contractors for services and parts. This list does not mean the 

supplier is approved for use at the supplier, they must follow their own process for onboarding new 

suppliers.  Unless otherwise agreed, these suppliers are not considered as VC directed sources.  The 

supplier is responsible for selecting suitable sub-contractors for the process.  The Production Part Approval 

Process (PPAP) must be fully applied at the suppliers sub-contractors. The supplier must ensure that sub-

contractors adhere the requirements of this procedure. The supplier is responsible for the entire quality 

performance of the sub-contractor. 

For series deliveries it is only allowed to consider subcontractors, whose parts have been used for PPAP 

to VC. The Sub-contractor must submit a PPAP to the supplier and the supplier must evaluate and 

release it before submitting the whole PPAP to VC. A change will only be consider as part of the Supplier 

ECR process.   

For a sub-contractor change during serial production VC must be informed in advance (see Supplier 

Changes). The order for the change to the subcontractor is only allowed after written agreement by VC. 

A delivery to VC is only allowed after full approval of PPAP by VC.  

In the case of a supplier change for safety critical purchased parts a 2-step PPAP is mandatory. 

 

4.3.8 CONTROL OF DOCUMENTS 

The supplier must produce, check, and deliver to the current valid version. Documents from VC and its 

customers must be treated as confidential. Forwarding to a third party is permissible only after consent 

in writing from the relevant purchasing department of VC. Archiving periods are per OEM´s customer 

specific requirements (CSR). For CSR´s see section 4.5. All documents must have a history log. 
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4.3.9 SUPPLIER CHANGES 

Any proposed changes must be sent to your VC project buyer. 3 months in advance using the form 

FO_01_7.4_0300 (Supplier Change Request). No change will be started or implemented before the 

supplier has received the approved Supplier Change Request from VC. The responsible QES of receiving 

plant will determine the necessary requirements and PPAP documentation to be provided for approval. 

Any cost impact related to the changes (testing, PPAP to customer …) may be charged back to the 

supplier. 

The Production Part Approval Process (PPAP) must be carried out by the supplier in the following cases: 

• new project / sampling (repeated sampling) 

• amendments to product design / material 

• changes in production process  

• transfers to other production locations 

• transfer of lines in the same production site 

• use of new tools and cavities 

• use of different machine 

• Use of new sub-supplier or change of sub-supplier production location 

• use of new packaging 

• interruption in production for longer than 12 months 

• additional IATF and Customer specific requirements to be considered 

• any other changes not mentioned above 

Any unauthorised changes will lead to New Business Hold (NBH) and an internal review at VC will define 

any additional steps. The supplier must notify VC in case of any changes to QMS. 

 

4.3.10 ZERO DEFECTS 

VC does not conduct receiving inspection of characteristics that the supplier is contracted for. Only product 

identification, shipping documents, and transport damage is reviewed. In the case of CSR that requires a 

different incoming strategy, the plant team will contact the supplier in writing identifying the requirement 

and the date that the requirement needs to be implemented. In any cases, Supplier liability of defective 

goods remains according to VC general terms and condition of purchase. 

To minimize quality risk and to avoid waste (scrap, rework, test expenditure, etc.), the supplier evaluates 

process and product on a regular basis and introduces measures for continual improvement. 

The quality objective for all suppliers is „Zero Defect”. Each supplier is expected to develop necessary 

actions to achieve this „Zero Defect” target. 

The requirements for error proofing and inspection of production parts must be fully implemented for all 

VC products including any outsourced processes. The supplier must also incorporate any relevant VC / 

Customer Specific Requirements (may be provided by VC upon request) into its QMS system that refers 

to the specific product or service.  

 

4.3.11 TRACEABILITY 

Suitable identification systems must be applied. The test results of a part must be traceable. The batch 

nr. and production date must be noted on the delivery note. Supplier must be able to trace back the 

following information for the produced parts: 

 VC Part number 

 Drawing index 
 Production Date / Production Batch 

 Production Line / Machine 
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 Raw material batch 

During production, the following must be secured: 

 FIFO (First-in First-out) 
 Identification of part status (Finished/unfinished, checked/not checked; OK/NOK) 

4.3.12 RECORDS 

The supplier must maintain production records as described in the control plan. These test records must 

be assigned to individual production batches. Test records must be archived for at least 5 years after 

end of production (or according to specific requirements of VC customers, legal requirements). Test 

records of safety parts (A-Parts) must be kept for a period of 15 years after end of production.  Test 

records must be available for review at any time by VC. 

 

4.3.13 REQUALIFICATION 

An annual requalification or per CSR is required and must be sent to Vibracoustic upon request. The 

requalification includes functional testing required on the drawing, a full dimensional layout, capability 

analysis and material certification.  Recent test / capability data and layout results are acceptable.  

The frequency of the requalification must be documented in the control plan. 

 

4.3.14 SUPPLIER SCORECARD 

This Supplier scorecard presents criteria that will be used by Vibracoustic to rate the supplier performance. 

The performance criteria are defined into the FO-01-7.4-0354 Supplier Sample Score Card and 

available into our “VC Communication platform LiveSource”. Supplier shall access their performance data 

through this platform. The supplier ‘s performance is taken into consideration for future sourcing decisions 

as well as for identifying area of focus for continuous improvement activities. Supplier scorecard will be 

published monthly into LiveSource. 

Supplier score card 

 

The supplier scorecard measures the supplier’s performance for Quality, Logistic, Purchasing, Financial, 

Technology and Sustainability. Details can be found in the separate score cards. In case of questions and 

clarifications please address these to your VC contact partner (e.g. Commodity Manager, Logistic Manager, 

QES etc.). 
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Supplier quality score card 

The maximum quality score is 100 and the score is deducted with each incident. 

The number of deducted points is defined for each incident based on incident severity.   

 

For information only. FO-01-7.4-0354 Supplier Sample Score Card  

 

4.3.15 NON CONFORMING PARTS & COMPLAINT MANAGEMENT 

Should faulty parts be found at delivery and/or in production process, it may result in the return of the 

entire delivery. As soon as the supplier is notified, the supplier is obligated to ensure no further defective 

parts are delivered, by establishing containment activities. Stocks of finished parts must be inspected or 

replaced with certified material and corrective actions initiated. 

The supplier is required to inform VC immediately when faulty products have been released for delivery. 

VC reserves the right, in case of a line stop to directly arrange inspection and rework, and to charge any 

expenses incurred by VC to the supplier if the supplier fails to respond to VC within 1 hour.  

For each complaint, the supplier will receive a notification. The 8D methodology is required utilizing 

VC’s communication platform “LiveSource” for documenting the corrective actions refer to 

GP_01_7.4_0049 Supplier Concern Management. A Problem-Solving-Process sheet (FO-01-8.5-

0160-PSP-Supplier available on “LiveSource”) must be used and submitted to VC for repetitive 

complaints and complaints from VC customer. For any other complaints PSP must be used on VC request. 

The containment action must be submitted to VC within 24 hours. The permanent corrective action must 

be defined and approved by VC within 10 working days after the initial notice. All actions shall be 

implemented within 30 calendar days after the initial notice. Extra time is possible when a defect sample 

part is necessary for carrying out the root cause analysis but is not available. 

The risk analysis (FMEA) must be reviewed as part of the corrective action.  Additional analysis and 

documentation may be requested by VC based on the severity of the non-conformity. 

VC will charge verifiable complaint related cost incurred, back to the supplier. Refer to LI-01-7.4-0016 

available under www.vibracoustic.com/downloads 

 

4.3.16 INVESTIGATION OF FIELD PARTS 

The supplier must establish a process for field part analysis, root cause investigation and continuous 

improvement. The process must follow related IATF 16949 requirements, VDA Schadteilanalyse Feld, 
CQI 14 Automotive Warranty Management, and Customer Specific Requirements. The process must 
follow related OEM and IATF requirements. 

http://www.vibracoustic.com/downloads
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4.3.17 PERMISSION FOR DEVIATION 

VC may grant deviation to certain process / product requirements when the deviation does not violate 

VC’s customer requirements, affect durability and safety, nor any governmental / regulatory requirements. 

Any deviation will be limited in scope, duration and/or quantity and the appropriate form 

FO_01_7.4_0436 shall be fully signed and approved. Product shipped under a deviation must be keep 

separate and clearly identified in delivery. Every rework process of parts must be released by permission 

of deviation.  

 

4.4 SUPPLIER IMPROVEMENT & DEVELOPMENT 

4.4.1 SUPPLIER QUALITY ESCALATION & IMPROVEMENTS 

In case of ongoing issues with products quality, project management, lack of support or other QMS issues 

the supplier is escalated and Vibracoustic will initiate supplier improvement activities.  

Escalation model: 

 Level 1: Status “Quality Development”. 
 Level 2: Status “Q-support”: VC / External consultant will manage the improvements at the supplier.  

 NBH: New Business Hold 
 

Incidents triggering escalation and the related exit criteria are available in FO_01_7.4_0208. 
Information listed in the form is only a selection of escalation criteria, VC reserves the rights to decide on 

escalation level, and exit criteria based on actual situation and related risk. 

 

The supplier will be notified about the escalation level and invited to an initial meeting in writing, using 

FO-01-7.4-0064.   

Supplier coaching event will be started in “VC Communication platform LiveSource”. During initial meeting 

the target agreements and the exit criteria will be agreed. 

 

Escalation activities Level 1 

 Supplier presents the Action Plan (using FO-01-7.4-0061) covering following three areas: 

 Part specific improvements (based on Quality complaints during the last 3 months) 
 Systematic improvements (horizontal deployment for failure types and root causes on other 

parts, APQP & Lessons Learned process based on complaints for last 12 months) 

 General improvements (QMS, Facilities & Equipment, KPIs, Personnel and training, 5S, Safety 
and environment etc., TES/STC gaps) 

 The progress of activities must be reported to VC on a regular basis defined by VC 
 The supplier executive management is required to take direct ownership on escalation activities.  

Furthermore, the supplier is required to define the escalation team and escalation leader. 

 In general, the supplier shall stay on escalation L1 for max. 3 months, if de-escalation can’t be 
reached foreseeably despite all initiated activities the upwards escalation shall be started 

 Additional time can be granted due to longer lead times for investment in new equipment, machines 
and tools providing that quality performance is stable. 

 If de-escalation criteria are sustainably reached and after agreement with VC cross functional team 
VC escalation leader ends the escalation.  

 

Note: the activities can be expanded and will be set based on actual situation and related risk. 
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Additional activities for Escalation Level 2  

A face-to-face meeting/online meeting must be realized on weekly base where supplier is requested to 

present progress of escalation activities 

 

• Optional: Firewall at supplier or VC  

• Optional: Quality Control by independent source (third party)   

• Optional: Problem solving support with respect to technical and quality system improvements 

• Optional: Supplier status is set to NBH 

• Optional: Notification of supplier´s IATF 16949/ISO 9001 certification body on actual VC 

escalation  

• All incurred costs during Escalation Level 2 will be charged to the supplier. 

4.4.2 SUPPLIER DEVELOPMENT 

Vibracoustic expect the supplier to continuously improve their knowledge and experience that can 

enhance and improve their systems, processes, tools and equipment etc. Before implementing any 

changes refer to section 4.3.9 Supplier Changes. 

The Supplier Technical Capability (STC) is mandatory for approved and strategic suppliers. It can be 

revised and updated at any time including upon request from the supplier. The supplier must provide 

information and evidence to the responsible SDE. An onsite visit at the supplier may be required to review 

the process. 

Vibracoustic may request to conduct different workshops e.g. VA/VE and Lean workshops etc. at the 

supplier to improve existing processes and increase the supplier’s knowledge and experience. 

 

5. RESPONSIBILITIES 
 

List the actions and responsibilities according to the RACI* chart logic, including level of responsibility. 
Please include a flow chart presentation of the respective responsibilities. 

 
* Responsible: Process owner, responsible for carrying out the business process (implementation, execution) 

Accountable: Approver, responsible for the result of the business process (objectives, design, monitoring) 
Consulted: Experts; two-way communication 
Informed: Persons that need to be kept up to date; one-way communication 
 
 

Task /Function RCM PB SDE PQE QES Supplier 

Supplier onboarding - Technical C I R/A   C 

Supplier onboarding - Commericial R/A C I   C 

Supplier APQP  I C R A C 

Supplier Run@Rate  I C C R / A C 

Supplier PPAP  I C C R / A C 

Supplier improvement / escalation C  R/A C C C 

Supplier Development  C R/A C C C 
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6. APPENDIX / ENCLOSURES 

Additional information, notes, examples and forms which have to be used can be listed in the appendix. 

 

 
 

 
 

 
 

 

 
 

 

No. Type of Document Title/Description Enclosure 

1 List Definition of Special Characteristics LI-01-7.3-0049 

2 OPI Early Production Containment OPI-01-7.4-0015 

3 List  
Minimum requirements-M04 
components with threads 

LI-01-7.4-0082 

4 List 
Supplier Quality Cost Recovery 
Table 

LI-01-7.4-0016 

5 Form Problem Solving Process Supplier FO-01-8.5-0160 

6 Form Run@Rate suppliers (full audit) FO-01-7.0-0103 

7 Form Permission-for-Deviation FO-01-8.3-0002 

8 Form Supplier Process design review FO-01-7.0-0217 

9 Form Supplier Process readiness FO-01-7.0-0237 

10 Form EPC Form FO-01-7.4-0149 

11 Form Shipment Marking Triangle FO-01-7.4-0146 

12 Form Supplier Special Characteristics FO-01-7.3-0216 

13 Form Supplier Change Request FO-01-7.4-0300 

14 Form Sub-Supplier-Tree FO-01-7.4-0335 

15 Form Supplier Sample Score Card FO-01-7.4-0354 

16 Form Supplier Improvement Activity FO-01-7.4-0061 

17 Form Supplier Escalation Matrix FO-01-7.4-0208 

18 Form Supplier Deviation Approval  FO-01-7.4-0436 

19 Procedure Supplier Concern Management GP-01-7.4-0049 

20 Procedure Safety Critical Parts GP-01-7.3-0003 

21 Form New Supplier Onboarding Guideline FO_01_7.4_0460 

22 List 
Auditing companies nominated for 
MAQMSR audits 

LI_01_7.4_0170 

23 Form Master tooling data sheet FO-01-7.4-0368 

24 List 
SCM- Terms, Definitions & 
Abbreviations 

LI-01-7.4-0200 
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7. FURTHER REFERENCE DOCUMENTS 

7.1 Supporting documents 

 General purchasing conditions of VC. 

 Valid Scheduling Agreement with VC. 
 GP-01-7.4-0009 “Logistics Requirements for Suppliers” 

 General framework agreement 
 

Available under www.vibracoustic.com/downloads 

7.2 Supporting documents for compound suppliers only 

 GP_01_7.4_0050 Quality Manual Compound (on Request) 

 

7.3 Additional Information 

 AIAG Manuals (latest version), PPAP, MSA, CQI APQP, FMEA, SPC of the Big Three (GM, Ford, 
Chrysler). 

 Relevant VDA-Manuals 

 IATF 16949: Quality management systems. Special requirements in the application of ISO 
9001:2000 for series and spare part production in the automotive industry 

 
 

8. DOCUMENTATION 

Vibracoustic will keep this procedure on file.  In case of a revision the latest edition will be kept for at 

least 3 years after revision.  

http://www.vibracoustic.com/downloads

